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The PT1232, part of our compact line of cable 

extension transducers, delivers position feedback via 

RS232 serial communication to your data acquisition 

or controller system.  The PT1232 sends a raw 16-bit 

position count from 0000 to FFFF (hex).  Additionally 

this device can be set to continuously send data or 

send data only when polled. 

As the internal position sensing element is a precision 

potentiometer, this transducer maintains current 

accurate position even during power loss and does 

not need to be reset to a “home” position. 
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PT1232 

Cable Actuated Sensor 
Industrial Grade • RS232 
Communication Absolute Linear Position to 50 inches (1270 mm) 

Aluminum and Polycarbonate Enclosure 

Compact Design 

IP65 • NEMA 4 Protection  

General 

Full Stroke Range 

Options 

0-2 to 0-50 inches 

Electrical Interface RS232 

Format Hex 

Accuracy ± 0.25 to 0.10% full stroke (see ordering information) 

Repeatability ± 0.02% full stroke 

Resolution ±  0.003% full stroke 

Measuring Cable 0.019-in. dia. nylon-coated stainless steel 

Enclosure glass-filled polycarbonate and anodized aluminum 

Sensor plastic-hybrid precision potentiometer 

Potentiometer Cycle 

Life 

see ordering information 

Maximum Retraction 

Acceleration 

see ordering information 

Weight 1 lb. max. 

Electrical 

Input Voltage 9...22 VDC 

Input Current 40 mA 

Baud Rate 9600 (selectable to 38.4K) 

Update Rate 32 msec 

Environmental 

Enclosure NEMA 4, IP 65 

Operating Temperature 0º to 185ºF (-17º to 85ºC) 

Vibration up to 10 g to 2000 Hz maximum 
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I/O Format 
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Outline Drawing 
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Ordering Information 

Model Number:  

 

Full Stroke Range:  

 

 

 

 

 

Cable Exit: 

Electrical Connection: 
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Measurement Specialties, Inc., a TE Connectivity company. 

Measurement Specialties, TE Connectivity, TE Connectivity (logo) and EVERY CONNECTION COUNTS are trademarks. All other logos, products and/or company names referred to 

herein might be trademarks of their respective owners. 

The information given herein, including drawings, illustrations and schematics which are intended for illustration purposes only, is believed to be reliable. However, TE Connectivity makes 

no warranties as to its accuracy or completeness and disclaims any liability in connection with its use. TE Connectivity‘s obligations shall only be as set forth in TE Connectivity‘s Standard 

Terms and Conditions of Sale for this product and in no case will TE Connectivity be liable for any incidental, indirect or consequential damages arising out of the sale, resale, use or 

misuse of the product. Users of TE Connectivity products should make their own evaluation to determine the suitability of each such product for the specific application. 

© 2015 TE Connectivity Ltd. family of companies All Rights Reserved.  
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NORTH AMERICA 

Measurement Specialties, Inc., 
a TE Connectivity company 
20630 Plummer Street 
Chatsworth, CA 91311  
Tel +1 800 423 5483 
Tel +1 818 701 2750 
Fax +1 818 701 2799  
info@celesco.com 

  

 

Cable Guide: 
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